
1.877.632.4118

mepbrothers.com

725 Century St.
Winnipeg, MB. R3H 0M2



GasKet
Materials
Rubber Sheeting

A black sheet with outstanding resistance to gases and vapour. Butyl also has very good resistance 
to heat, oxygen, ozone, alkalis and oxygenated solvents. It also has superior resistance to water and 
steam. This makes the sheet suited for a broad range of outdoor and aqueous chemical tank lining 
applications.

Butyl Rubber

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 725 PSI  Elongation: 300%  Hardness: 70 SHORE “A” +/- 5

ISO/ASTM Designation
IIR

Temperature Range 
-20°C to 100°C (-4°F to 212°F)

1.877.632.41181

Chute and Launder – 1 Ply Outer Fabric
Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 500 PSI  Elongation: 250%  Hardness: 55 SHORE “A” +/- 5

Temperature Range 
-20C to +75C (-4F to +170F)

Also known as BUNA N, Black Nitrile is the polymer of choice for applications which require superior 
resistance to oils, solvents, gasoline and other hydrocarbon chemicals.

Black Nitrile Rubber 60 Durometer

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 640 PSI  Elongation: 300%  Hardness: 60 SHORE “A” +/- 5

ISO/ASTM Designation
NBR

Temperature Range 
-30°C to 88°C (-22°F to 190°F)

MEP Brothers always carries a large selection of high quality rubber sheeting for all of your gasket development needs. 
MEP Brothers carries  a large selection in stock, which allow us to build and ship with a very fast turnaround. Our regular 
stock includes Nitrile, Durlon, EPDM, NA-60, Neoprene, Pure Gum, Red Sheet and several other gasket materials, to best 
serve our customers needs. 

Every material has di�erent chemical compatibilities, and may only suitable in certain situations. To determine if a material 
is suitable in your application, please refer to the chemical compatibility chart available at: 

http://www.mepbrothers.com/resources

In addtion to our regular stock, MEP Brothers is capable of working in many other materials as well, including cork, felt, 
compressed fibre, and most other non-metallic materials. Below is a list of our most popular materials. For any material 
not listed here, please contact us to learn more. 
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EPDM Rubber 60 Durometer

DURLON® 8500 is excellent in steam, natural gas, soybean processing and with new generation 
refrigerants. A high quality general service gasket material for use in a wide range of services in pulp 
and paper, food, beverage, pharmaceutical, chemical, refinery, gas pipeline and general 
industry.DURLON® 8500 exhibits good compressibility and recovery, excellent sealability, flexibility 
and cutting characteristics.

Durlon 8500

This synthetic rubber o�ers exceptionally good resistance to weather, ozone, sunlight and oxidation. 
Hypalon has excellent properties for alkalis and acids. This sheet is not recommended for aldehydes, 
aromatic or chlorinated solvents. Hypalon rubber sheet is recommended for extended outdoor 
applications.

Hypalon Rubber 60 Durometer

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 1100 PSI  Elongation: 300%  Hardness: 60 SHORE “A” +/- 5

ISO/ASTM Designation
EPDM

Temperature Range 
-30°C to 120°C (-22°F to 248°F)

EPDM is a polymer that provides superior properties for outdoor and high ozone environment 
applications. EPDM rubber also provides better resistance for acids, alkali and ketones than other 
general rubber sheets. EPDM sheet is commonly used for roofing, automotive and other applications 
where high temperature (up to 220 F) is required. However, EPDM sheet has poor resistance to fuels, 
oils and alcohols.
Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 725 PSI  Elongation: 500%  Hardness: 60 SHORE “A” +/- 5

ISO/ASTM Designation
EPDM

Temperature Range 
-30°C to 104°C (-22°F to 220°F)

Custom Gasket Cutting

Top Quality Materials, Every Design

MEP Brothers is capable of generating gaskets for all of your pressure sealing 
needs. With years of experience in the gasket and rubber sheeting business, 
we have the equipment, experience, and technical knowledge to ensure that 
every gasket produced will be to the required specifications, at a competitive 
price and with on-time delivery. 

As a leading supplier of high quality gaskets, MEP Brothers stakes it's 
reputation on the development, manufacture and supply of high quality 
sealing products. Whether the application requires a simple ring gasket or a 
highly complex sealing gasket, MEP Brothers prides itself on developing the 
highest quality gaskets that your application can count on. MEP Brothers 
maintains a large selection of dies for the most commonly requested 
gaskets, can develop custom shaped gaskets for specific uses, and large 
format gaskets that require specialty care to manufacture. 

MEP Brothers is also fully capable in the development of other rubber 
sheeting formats, such as floor mats and mud flaps, and is fully capable of 
working with non-rubber sheeting products, such as corks and urethanes. 

Have a specific gasket in mind that needs attention? Contact us today to get 
a quote an all your gasket needs! 



An economical 60 Durometer black rubber sheet that has been specifically formulated to provide 
moderate oil and petroleum based solvent resistance. In addition, this sheet gives good weathering 
and ozone resistance for outdoor or unusual environmental conditions. this material is utilized in a 
broad range of industrial applications from gasket making to the chemical and transportation 
industries.

Neoprene Rubber 60 Durometer

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 620 PSI         Elongation: 300%        Hardness: 60 SHORE “A” +/- 5       Tear Strength: 100 Lbs/in

ISO/ASTM Designation
CR

Temperature Range 
-30°C to 82°C (-22°F to 180°F)

NA-60 is a low cost, NBR/Aramid fiber, compressed gasket sheet made with all the great features 
of premium gasket materials without the cost. Nothing is left out, only the best raw materials are 
used, without compromise. NA-60 is recommended for general service gaskets on all machinery 
and process piping and equipment.

NA-60

Description:
Green in color and manufactured using NBR/Aramid Fiber.

Key Features:
Good Flexibility Low Cost Quality Sheet

Advantages:
Exhibits a broad chemical resistance, excellent cutability 
and flexibility.

Applications:
Can be used for general service gaskets on all 
machinery, process piping and equipment.

1.877.632.41183

Spiral Wound Gaskets

As of May 2008, the metricated edition of the standard, reccomends the use of 
inner rings for all Graphite filled spiral wound gaskets. However, these gaskets may 
be supplied without inner rings per customer request. Both styles will still be 
stamped ASME B-16.20 compliant on the outer guide ring.

SPIRALTEC STYLE W

A winding only gasket, which is normally used on tongue and groove joints, male 
and female facings and groove to flat flange facings, pressures from 150 to 2500 
psi. A winding is made of alternative plies of a metal strip and a soft non-metallic 
filler.

SPIRALTEC STYLE WR

Style WR gaskets consist of a winding with a solid metal outer guide ring. These gaskets can be used on plain flat 
face flanges and on raised face flanges, gaskets made to ASME B16.20 to suit ASME B16.50 and ASME B16.47 flanges. 
The outer guide ring serves to center the gasket properly in the flange joint, acts as an anti-blowout device, provides 
radial support for the Spiral Wound components, and acts as a compression gauge to prevent the Spiral Wound 
component from being crushed. Normally the outer guide rings are furnished in mild steel, but can be supplied in 
other metal when required by operating conditions.

SPIRALTEC STYLE WRI

Style WRI is identical to style WR, with the addition of a inner ring. The inner ring also serves several functions. 
Primarily, it provides radial support for the gasket on the I.D. to help prevent the occurrence of buckling or 
imploding. Its I.D. is normally sized slightly larger than the I.D. of the flange bore, minimizing turbulence in process 
flow. The inner rings are normally supplied in the same material as the spiral wound component.

These gaskets are available for NPS-1/2” to NPS-24 and pressure classes 150 to 1500.

Gasket thickness is .175” and Outer ring .125”.

Style WRI-RJ gaskets are fitted with an Inner ring .125” thick.



This family of nylon insert rubber sheets maintains the properties of our Neoprene with the added 
benefit of woven nylon cloth insert for added puncture resistance, stability and tear strength. 
*Fabric products Physical Characteristics are based on rubber compounds only.

Neoprene/Nylon Diaphragm Rubber 60 Durometer

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 620 PSI  Elongation: 300%  Hardness: 60 SHORE “A” +/- 5

ISO/ASTM Designation
CR

Temperature Range 
-30°C to 82°C (-22°F to 180°F)

A soft, long wearing non-marking natural rubber. Pure gums have excellent abrasion and tear 
resistance. It also has superior resilience, tensile and elongation characteristics. Gum rubber is also 
excellent on all steel surfaces against abrasion. Pure gum is not suitable for outdoor or oil resistant 
applications. it is also used for gasket and sand/shot blast curtain manufacturing. Pure Gum Rubber 
has excellent adhesion to fabric and metal. it is widely used to manufacture sleeves for chutes on 
current mixers.

Pure Gum Rubber 40 Durometer

Color
Tan

Finish
Smooth

Physical Characteristics
Tensile: 2300 PSI  Elongation: 600%  Hardness: 40 SHORE “A” +/- 5

ISO/ASTM Designation
NR

Temperature Range 
-40°C to 70°C (-40°F to 158°F)

Low grade packing material with cloth impression one side.

Premium Cloth Impression Sheet

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 500 PSI  Elongation: 250%  Hardness: 80 SHORE “A” +/- 5

Temperature Range 
-20C to +75C (-4F to +175F)

An economical red sheet with a smooth finish used in low-pressure applications with no oil resistant 
requirements. This rubber is also ideal for gaskets and other sheet applications where a 
recognizable red colour is required.

Red Sheet Packing Rubber Smooth 80 Durometer

Color
Red

Finish
Smooth

Physical Characteristics
Tensile: 500 PSI  Elongation: 250%  Hardness: 80 SHORE “A” +/- 5

ISO/ASTM Designation
SBR

ISO/ASTM Designation
SBR

Temperature Range 
-20°C to 80°C (-4°F to 176°F)

www.mepbrothers.com 4

Excellent heat resistance. Poor abrasion and fuel resistance.

Regular Silicone

Color
Red

Finish
Smooth

Physical Characteristics
Tensile: 1000 PSI  Elongation: 300%  Hardness: 60 SHORE “A” +/- 5

Temperature Range 
-45C to +200C (-50F to +400F)

This reinforced rubber which is made of synthetic fabric maintains the properties of our SBR 
rubber with the added benefit of woven nylon cloth insert for added puncture resistance, stability 
and tear strength. *Fabric products Physical Characteristics are based on rubber compounds only.

SBR CI Packing Rubber

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 435 PSI  Elongation: 300%  Hardness: 70 SHORE “A” +/- 5

Temperature Range 
-30°C to 70°C (-22°F to 158°F)



ISO/ASTM Designation
SBR

An economical. General-purpose 60 Durometer rubber sheet, this rubber o�ers solid resistance to 
abrasion and impact. It is not recommended for applications where oil or gasoline is present. SBR 
rubber sheet has good vibration and sound insulating properties.

SBR Rubber 60 Durometer

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 500 PSI  Elongation: 300%  Hardness: 60 SHORE “A” +/- 5

Temperature Range 
-30°C to 77°C (-22°F to 170°F)

Urethane has very high abrasion qualities. It can handle high impact applications where other 
rubbers would fail. And it has a extremely high tensile strength which means that it is a very durable 
and tough rubber.

Urethane Sheet 80 Durometer

Color
Red

Finish
Smooth

Physical Characteristics
Tensile: 5692 PSI  Elongation: 603%  Hardness: 80 SHORE “A” +/- 5

Temperature Range 
-29°C to 71°C (-20°F to 160°F)

Black Viton® sheet provides excellent resistance to heat, oil and chemicals. These properties make 
Viton® sheet well suited for hot grease, engine and compressor type applications. In addition this 
fluoroelastomer sheet is resistant to a wide range of concentrated acids. Application for Viton® 
sheet should be known and specified prior to use.

Viton Rubber 70 Durometer

Color
Black

Finish
Smooth

Physical Characteristics
Tensile: 1100 PSI  Elongation: 200%  Hardness: 70 SHORE “A” +/- 5

ISO/ASTM Designation
FKM

Temperature Range 
-30°C to 180°C (-22°F to 356°F)

Also known as BUNA N, White Nitrile is specially formulated to be non-marking. White colour is 
commonly used in the food, pharmaceutical and cosmetic industries. White Nitrile rubber resists oil 
and grease food products well. This product is produced from a FDA approved compound.

White Nitrile Rubber 60 Durometer

Color
White

Finish
Smooth

Physical Characteristics
Tensile: 725 PSI  Elongation: 300%  Hardness: 60 SHORE “A” +/- 5

ISO/ASTM Designation
NBR

Temperature Range 
-30°C to 88°C (-22°F to 190°F)

1.877.632.41185



Other Rubber Products

U Channel Rubber Strip is used primarily as a protective edge for shaker screens in aggregate 
applications and can be used on other industrial equipment as a protective edge

U-Channel Rubber

Notes
Style FT- Flat Top

Material
EPDM

Temperature Range 
-20°C to 120°C (-4°F to 248°F)

PU U-Channel is used primarily as a protective edge for shaker screens in aggregate applications 
and can be used on other industrial equipment as a protective edge. The Polyurethane 
construction give this product better wear and long service time when compared to Rubber 
U-Channel saving on replacement downtime.

U-Channel Polyurethane

This highly durable EM Plastic High Density Polyethylene (HDPE) Puck Board resists moisture, 
odours, stains and abrasions for long-lasting performance. It is designed for a variety of 
applications including water tanks, chute lining and wood replacement and is FDA approved for 
use in the food processing industry. With high UV protection and impact strength, this easy to work 
with puck board can withstand years of outdoor exposure without rusting, cracking or peeling.

High Density Polyethylene Puckboard
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Custom-Gaskets.ca

Ordering gaskets has never been easier! 
MEP Brothers knows the need of a well made gasket, and we look to provide the best product possible. Our 
capable team is able to custom create any gasket that you will need, to your required specifications.

Using our simple to use interface, ordering round gaskets has never been easier. Simply select your material from 
our large selection of premium materials, the size and thickness of the finished gasket, the gaskets required 
flange rating, and the amount of gaskets you need. With that, your order can be sent in for us to prepare and will 
be shipped to you! 

But gaskets can come in all shapes and sizes, and we are prepared to handle all types of gaskets. With our 
custom gasket selector, even unusually shaped gaskets are easy to order! Simply send us the gasket drawing, 
select the thickness, material, and the amount of gaskets you need produced, and our skilled team will quickly 
get you a quote on that gasket design.

For all of your gasket needs, custom-gaskets.ca is a great choice for great price, fast delivery, and quality product. 

Go to: www.custom-gaskets.ca to order today! 
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